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 BATCH #:

Description of the equipment:    HydroWhirlTM Spray Nozzles, Type(s) HWS as Non-Electrical Equipment

of Equipment Group II, Category 1G and 1D Type of Protection “c”

Conformity Procedure used:  ATEX Directive 2014/34/EU 

ISO IEC 80079‐34:2011

IBExU11ATEX1099X Type Approval and Additions 1 & 2

Quality System audits are carried out by: IBExU11ATEX1099X Type Approval carried out by:

TÜV SÜD Product Service GmbH IBExU Institut fur Sicherheitstechnik GmbH

Westendstraße, 199 Fuchsmuhlenweg 7

80686 MÜNCHEN 09599 Freiberg

Germany Germany

Notified Body#: 0123 & 0637

Standards: 

EN ISO 80079‐36:2016  ‐ Non‐electrical equipment for use in potentially explosive atmospheres

 – Part 36 Basic methods and requirements

EN ISO 80079‐37:2016 ‐ Non‐electrical equipment for use in potentially explosive atmospheres

 – Part 37 Protection by construction safety “c”

EN 1127‐1:2011 ‐ Explosive atmospheres ‐ Explosion prevention and protection

‐ Part 1: Basic concepts and methodology

Technical standard:  ATEX Directive 2014/34/EU

Special Conditions:  

(See HWS Use and Maintenance Manual for additional safety precautions.)

Manufacturer’s Representative:

Signed for and on the behalf of:

Jonathan R. Hall 
Quality Supervisor / CMI 
 
BETE Fog Nozzle, Inc.
Performance Through Engineering
50 Greenfield St. , Greenfield, MA  01301 
ph:  (413) 772-2166 Ext. 153 
fax:  (413) 772-6729 
email:  jhall@bete.com
web:  www.bete.com

Declaration of Conformity
For ATEX Directive 2014/34/EU

Date Issued:  July 19, 2017
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